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Ionic contamination testers:  CONTAMINO CT 10, 100, 1000 

 

 

The testers of the Contamino range are 

designed to carry out simple and 

precise measurements of ionic 

contamination while respecting the 

frameworks of the standards: 

• Mil-P-28809 et Mil-STD-2000A (USA) 

• Defense Standard 10/03 (UK) 

• IPC-TR-583 

 

 

 SPECIFICATIONS 

Tank dimensions 
CT10 
CT100 
CT1000 

 
25 x 100 x 150 mm 
80 x 290 x 350 mm  
120 x 500 x 660 mm (adjustable size on demand) 

Solutions 50 or 75 % Isopropanol / DI water 

Resin Exchangeable cartridge containing 1 liter of filter resin 

Range of measures  From 0.01 to 20.00 µg Eq NaCl / cm² 

Precision   0.0001 µS/cm approx. 0.03 µg Eq NaCl/cm² 

Power supply Standard : 230 V AC 50 Hz; Option : 110V AC 60 Hz 

Weight 
CT10 
CT100 
CT1000 

 
20 kg 
25 kg 
128 kg 

Total size 
CT10 
CT100 
CT1000 

 
510 x 315 x 590 mm 
510 x 315 x 590 mm 
600 x 960 x 1020 mm 

Min PCB surface   
CT10 
CT100 
CT1000 

 
20 cm² 
100 cm² 
500 cm² 
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